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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

SUMMARY OF CHANGES   

Technical Specifications:  Section 09720 WALL COVERINGS is added by this amendment.

Pages added by this amendment have the notation “Added by Amendment 0001” at the bottom of the page.

Encl:
Section 09720, pages 1 through 4

(End of Summary of Changes)
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SECTION 09720

WALLCOVERINGS

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM E 84 (2001) Surface Burning Characteristics of 
Building Materials

ASTM F 793 (1993; R 1998) Standard Classification of 
Wallcovering by Durability Characteristics

1.2   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-13 Certificates

Wallcoverings; FIO.

Manufacturer's statement attesting that the product furnished meets or 
exceeds specification requirements.  The statement must; be dated after the 
award of the contract, state Contractor's name and address, name the 
project and location, and list the requirements being certified.

SD-06 Manufacturer's Instructions

Wallcoverings; FIO.

Submit complete procedures for an expert installation, including 
preparation of the substrate.  Submit Material Safety Data Sheets (MSDS) 
for all primers, sealers, and adhesives to the Contracting Officer.

1.3   DELIVERY AND STORAGE

Deliver the material to the site in manufacturer's original wrappings and 
packages and clearly labeled with the manufacturer's name, brand name, 
size, and other related information.  Store in a safe, dry, clean, and 
well-ventilated area at temperatures not less than 50 degrees F and within 
a relative humidity range of 30 to 60 percent.  Store wall covering 
material in a flat position and protect from damage, soiling, and moisture. 
Do not open containers until needed for installation, unless verification 
inspection is required.
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1.4   ENVIRONMENTAL REQUIREMENTS

Minimum temperature of area to receive wall covering, before, during, and 
after installation, and requirements for conditioning adhesive and wall 
covering shall comply with the wall covering manufacturer's printed 
instructions.  However, in no case shall the area temperature be less than 
50 degrees F, 72 hours prior to, during installation, and until the 
adhesive is dry.

1.5   WARRANTY

Manufacturer's standard performance guarantees or warranties that extend 
beyond a one-year period shall be provided.

1.6   EXTRA MATERIALS

Provide one linear foot of full-width wall covering for each 50 linear feet 
of wall covering installed.  Extra stock shall be of the same manufacture, 
type, pattern, color, and lot number as the installed wall covering.  
Provide full rolls, packed for storage and marked with content, pattern, 
and color.  Leave extra stock at the site at a location as directed.

PART 2   PRODUCTS

2.1   WALLCOVERINGS

Wallcoverings shall be material designed specifically for the specified 
use.  The wallcovering shall contain a non-mercury based mildewcide.  The 
wallcovering shall be type made without the use of cadmium based 
stabilizers.  Wallcovering shall have a Class A flame spread rating of 0-25 
and smoke development rating of 0-50 when tested in accordance with ASTM E 
84.

2.1.1   Vinyl Wallcovering Type A

Vinyl wallcovering shall be a vinyl coated woven or nonwoven fabric with 
germicidal additives and shall conform to ASTM F 793, Category V, Type II, (
13.1 to 24 ounces).

2.2   CORNER GUARDS

Corner guards shall be 3/32 inch thick and shall cover 3/4 inch each side 
of corner at right angles.  Corner guards shall be clear from the same lot 
and color.  Corner guards shall be wainscot height.

2.3   PRIMER AND ADHESIVE

Primer and adhesive shall be of a type recommended by the wallcovering 
manufacturer and shall contain a non-mercury based mildewcide.  When 
substrate color variations show through vinyl wallcovering, a white 
pigmented primer as recommended by the wallcovering manufacturer shall be 
used to conceal the variations.  Adhesive shall be strippable type.  
Adhesive to install cap shall be of a type recommended by the manufacturer 
of the wainscot cap.

2.4   COLOR, TEXTURE, AND PATTERN

Color, texture, and pattern shall be as selected by the Government.

SECTION 09720  Page 3
Added by Amendment 0001



PART 3   EXECUTION

3.1   EXAMINATION

Contractor shall inspect all areas and conditions under which wallcoverings 
are to be installed.  Contractor shall notify in writing of any conditions 
detrimental to the proper and timely completion of the installation.  Work 
will proceed only when conditions have been corrected and accepted by the 
installer.

3.2   SURFACE PREPARATION

Wallcovering shall not be applied to surfaces that are rough, that contain 
stains that will bleed through the wallcovering, or that are otherwise 
unsuitable for proper installation.  Cracks and holes shall be filled and 
rough spots shall be sanded smooth.  Surfaces to receive wallcovering shall 
be thoroughly dry.  Surface of walls shall be primed as required by 
manufacturer's instructions to permit ultimate removal of wallcovering from 
the wall surface.  Primer shall be allowed to completely dry before 
adhesive application.

3.3   INSTALLATION

3.3.1   Vinyl Wallcovering

Wallcovering shall be installed in accordance with the manufacturer's 
installation instructions.  Glue and adhesive spillage shall be immediately 
removed from wallcovering face and seams with a remover recommended by the 
manufacturer.

3.3.2   Corner Guards

Corner guards shall be installed on all exposed corners and in accordance 
with the manufacturer's printed instructions.  Corner guards shall run from 
top of base to wainscot in a continuous length.

3.4   CLEAN-UP

Upon completion of the work, wallcovering shall be left clean and free of 
dirt, soiling, stain, or residual film.  Surplus materials, rubbish, and 
debris resulting from the wallcovering installation shall be removed and 
area shall be left clean.

        -- End of Section --
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